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PLUMBING GENERAL NOTES

GENERAL REQUIREMENTS:

1. PLUMBING WORK SHALL BE INSTALLED IN ACCORDANCE WITH THE LOCAL AND STATE PLUMBING CODE AND
WITH THE REQUIREMENTS OF THE LOCAL AUTHORITY HAVING JURISDICTION.

2. GENERAL AND SPECIAL CONDITIONS ARE HEREBY MADE AN INTEGRAL PART OF THE PLUMBING SPECIFICATIONS
INSOFAR AS THE GENERAL AND SPECIAL CONDITIONS ARE APPLICABLE TO THE PLUMBING WORK, UNLESS
OTHERWISE SPECIFIED.

3. SCOPE: PROVIDE ALL LABOR, MATERIAL AND EQUIPMENT REQUIRED FOR THE COMPLETION AND OPERATION OF
ALL PLUMBING SYSTEMS IN ACCORDANCE WITH ALL APPLICABLE CODES.

4. PERMITS: APPLY AND PAY FOR ALL NECESSARY PERMITS, FEES AND INSPECTIONS REQUIRED BY ANY PUBLIC
AUTHORITY HAVING JURISDICTION.

5. WARRANTY: PROVIDE A ONE YEAR WARRANTY, FROM THE DATE OF ACCEPTANCE OF WORK BY THE OWNER,
FOR ALL PLUMBING MATERIALS AND EQUIPMENT.

6. COORDINATE ALL PLUMBING PIPING LOCATIONS, ROUGH-IN LOCATIONS AND EQUIPMENT LOCATIONS WITH
OTHER TRADES TO AVOID CONFLICTS AND INTERFERENCES. FINAL PIPING AND EQUIPMENT LOCATIONS SHALL BE
A CODE COMPLIANT INSTALLATION FOR ALL TRADES.

7. PLUMBING PLANS SHALL NOT BE SCALED. REFERENCE THE ARCHITECTURAL PLANS FOR ALL LOCATIONS OF
PLUMBING FIXTURES, WALLS, DOORS, WINDOWS, ETC.

8. PLUMBING PIPING SHALL BE LOCATED CONCEALED IN WALLS, PARTITIONS OR ABOVE CEILINGS UNLESS NOTED
OTHERWISE. PLUMBING PIPING IN EXPOSED AREAS SHALL BE RUN TIGHT TO UNDERSIDE OF STRUCTURE.

9. PLUMBING PIPING, VENTS, ETC. EXTENDING THROUGH EXTERIOR WALLS AND/OR THE ROOF SHALL BE FLASHED
AND COUNTER FLASHED IN A WATERPROOF MANNER. COORDINATE FLASHING WITH THE GENERAL CONTRACTOR.

10. DO NOT INSTALL PLUMBING PIPING IN AREAS SUBJECT TO FREEZING TEMPERATURES. INSTALL PLUMBING
PIPING SHOWN IN EXTERIOR WALLS ON THE CONDITIONED SIDE OF THE WALL INSULATION.

11. PROVIDE NON-CONDUCTING DIELECTRIC UNIONS WHENEVER CONNECTING DISSIMILAR METALS.
12. ATTACH HANGERS TO STRUCTURE, HANGERS SHALL NOT ATTACH TO THE DECK.

13. PROVIDE ACCESS DOORS FOR VALVES, WATER HAMMER ARRESTORS, TRAP PRIMERS, ETC. CONCEALED IN
MASONRY WALLS, GYPBOARD WALLS AND/OR CEILINGS THAT WILL REQUIRE MAINTENANCE ACCESS.

14. PLUMBING SYSTEMS INCLUDE, BUT ARE NOT LIMITED TO:
PLUMBING FIXTURES AND EQUIPMENT, SEISMIC BRACING, PIPE IDENTIFICATION, DOMESTIC WATER SYSTEM,
SANITARY WASTE AND VENT SYSTEM.

PLUMBING FIXTURES AND EQUIPMENT:

1. PROVIDE COMPLETE PLUMBING FIXTURES AND EQUIPMENT. INCLUDE SUPPLIES, STOPS, VALVES, FAUCETS,
DRAINS, TRAPS, TAIL PIECES, ESCUTCHEONS, ETC.

2. PLUMBING FIXTURES AND EQUIPMENT SHALL BE INSTALLED PER THE MANUFACTURER'S RECOMMENDATIONS
AND INSTALLATION INSTRUCTIONS.

SEISMIC BRACING:

1. PROPERLY SUPPORT AND BRACE VERTICALLY AND HORIZONTALLY ALL PIPING, APPARATUS, EQUIPMENT, ETC. IN
ACCORDANCE WITH APPLICABLE CODES TO PREVENT EXCESSIVE MOVEMENT DURING SEISMIC CONDITIONS.

PIPE INDENTIFICATION:

1. PIPE IDENTIFICATION SHALL MATCH THE OWNER'S STANDARD. IF NO STANDARD EXISTS, THEN THE PIPE
IDENTIFICATION SHALL BE IN ACCORDANCE WITH ANSI A13.1.

2. PROVIDE PIPING LABELS FOR ALL PLUMBING PIPING. PIPING LABELS SHALL BE ACRYLIC FACED, WRAP-AROUND

TYPE. EACH LABEL SHALL INDICATE THE PIPING CONTENTS, DIRECTION OF FLOW AND SHALL BEAR THE
MANUFACTURER'S STANDARD COLOR FOR THE SERVICE INDICATED.

PLUMBING FIXTURE SCHEDULES

SHOP DRAWINGS:

1. SHOP DRAWINGS SHALL BE SUBMITTED ON THE FOLLOWING ITEMS: CLEANOUTS, DRAINS, PLUMBING
FIXTURES, BRASS, TRIM, FIXTURE CARRIERS, DOMESTIC WASTE AND VENT PIPING ABOVE GRADE,
DOMESTIC WASTE PIPING BELOW GRADE, COUPLINGS AND DOMESTIC WATER PIPING.

CLEANOUTS:

1. EXPOSED PIPE (INSIDE SPACES AND CEILING PLENUMS): CAST IRON CLEANOUT TEE WITH BRASS PLUG.

2. IN WALLS: (WCOQO) CAST IRON FERRULE, CENTER TAPPED BRONZE PLUG WITH STAINLESS STEEL COVER
NOT TO EXCEED 8" IN DIAMETER ZURN Z-1440-1.

3. IN VINYL COMPOSITION AND QUARRY TILE FLOORS: (FCO) SATIN NIKALOY SCORIATED COVER AND RIN,
CLEANOUT PLUG WITH LEAD SEAL, CAST IRON BODY, CAULKED OUTLET AND LEVELING SCREWS. ZURN
Z-1400T.

4. IN CARPET FLOORS: (FCO) SAME AS FOR TILE FLOORS ABOVE PLUS CARPET MARKER.

5. OUTDOOR OR GRADE CLEANOUTS: (GCO) TRACTOR GRATE, NIKALOY SCORIATED COVER, C.O. PLUG WITH

LEAD SEAL, CAST IRON BODY, CAULKED OUTLET AND ADJUSTABLE HEAD. SET IN 18"x18"x6" CONCRETE
PAD. ZURN ZN-1400-HD.

6. ALL CLEANOUTS SHALL BE OF THE SAME NOMINAL SIZE AS THE PIPE UP TO 4" PIPES AND SHALL BE IN 4" IN
SIZE FOR LARGER PIPING.

PLUMBING FIXTURES - CONNECTIONS:

1. THE FOLLOWING MATERIALS SHALL BE USED TO CONNECT EACH PLUMBING FIXTURE TO THE DRAINAGE
SYSTEM:

2. WATER CLOSET: (CONNECTION INCLUDED IN FIXTURE CARRIER).

3. URINAL: RED BRASS PIPE WITH 125# CAST BRONZE SCREWED FITTINGS.

4. LAVATORY: COPPER DWV DRAINAGE PIPE WITH WROUGHT COPPER DWYV DRAINAGE FITTINGS. (EXPOSED

CHROME PLATED). PROVIDE WHITE ADA INSULATION KITS ON ALL ADA AND GROUP LAVATORIES, TRUEBRO,
INC., HANDI LAV-GUARD OR EQUAL.

5. COUNTER SINK: SAME AS FOR LAVATORY.

PLUMBING FIXTURES - EXECUTIONS:

1. ALL SUPPLIES AND WASTE CONNECTIONS AND FIXTURE ANCHORING SHALL BE FIRMLY SECURED INSIDE
WALL AND CHASES. SHOULD ANY SLIPPAGE BE DETECTED DURING OR AFTER INSTALLATION, THE
PLUMBING SUB-CONTRACTOR SHALL BE RESPONSIBLE FOR THE ENTIRE CORRECTION. NO PORTION OF
THE WATER PIPING MAY HAVE DISSIMILAR METALS SECURING IT.

2. NO GALVANIZED PIPE WILL BE PERMITTED IN ANY PORTION OF THE WATER SYSTEM WHERE RIGID
SCREWED PIPE IS REQUIRED. USE RED BRASS.

3. ALL WATER RUNOUTS TO FIXTURES SHALL BE SECURED INSIDE PLUMBING CHASE TO RIGID BUILDING
STRUCTURE OR TO RIGID PLUMBING DRAINAGE PIPING.

4. FILL VOID UNDER FAUCETS ON LAVATORIES AND SINKS WITH PLUMBER'S PUTTY TO PREVENT WATER FROM
DRAINING THROUGH FIXTURE HOLES.

5. CAULK FIXTURES TO WALL/FLOOR.

DRAINS - ALL FLOOR DRAINS TO HAVE TRAP PRIMERS PER LOCAL CODE

1. (FD-1) FLOOR DRAIN:CAST IRON BODY, LEVELING SCREWS, INSIDE CAULK, FLASHING COLLAR, ADJUSTABLE
STRAINER. DRAIN SIZE SHALL BE 3" UNLESS NOTED OTHERWISE ON THE PLANS. WADE W-1100-G6-1,
EQUAL: ZURN ZN-415-6S.

2. (FS) FLOOR SINK: CAST IRON 12"x12"x6" DEEP WITH WHITE ACID RESISTING PORCELAIN ENAMEL TOP
AND INTERIOR. SEE PLANS FOR PIPE SIZE AND TOP CONFIGURATION (HALF OR FULL GRATE). WADE
W-9130LF-64, EQUAL: ZURN Z-1900.

ALL FLOOR DRAINS EXCEPT WHERE INSTALLED IN SLAB-ON-GRADE SHALL BE FLASHED WITH 24"x24", 3 Ib.
PER SQ. FT. SHEET LEAD EMBEDDED IN FLOOR CONSTRUCTION.

PLUMBING MATERIALS AND NOTES

DOMESTIC WATER PIPING:

1. DOMESTIC WATER PIPING AND JOINTS BELOW GRADE: PROVIDE TYPE 'K' SOFT ANNEALED SEAMLESS COPPER
TUBING (ASTM B 88) WITH NO JOINTS FOR PIPING 2-1/2" AND SMALLER. PROVIDE DUCTILE IRON PIPE AND FITTINGS
(AWWA C151, AWWA C110) WITH RUBBER GASKET JOINTS AND RODS (AWWA C111) FOR PIPING 3" AND LARGER.

2. DOMESTIC WATER PIPING AND JOINTS ABOVE GRADE: PROVIDE TYPE 'L' HARD DRAWN SEAMLESS COPPER
TUBING (ASTM B 88) AND CAST COPPER ALLOY FITTINGS (ASME B16.18). JOINTS 1" AND SMALLER SHALL BE LEAD
FREE 95-5 TIN/SILVER SOLDER JOINTS (ASTM B 32), JOINTS 1-1/4" AND LARGER SHALL BE BCUP
SILVER/PHOSPHORUS/COPPER BRAZED JOINTS (AWS A5.8) OR PROVIDE COPPER PIPE AND FITTINGS AS SPECIFIED
ABOVE EXCEPT WITH GROOVED ENDS (ASTM B 88, ASME B16.18) AND JOINTS UTILIZING GROOVED MECHANICAL
COUPLINGS MEETING (ASTM F1476).

3. STERILIZE THE DOMESTIC WATER SYSTEM IN ACCORDANCE WITH THE AMERICAN WATER WORKS
ASSOCIATION'S SPECIFICATIONS AND LOCAL HEALTH DEPARTMENT REGULATIONS.

4. INSULATE DOMESTIC WATER PIPING ABOVE GRADE (EXCEPT EXPOSED CONNECTIONS TO PLUMBING FIXTURES)
WITH GLASS FIBER INSULATION HAVING A VAPOR BARRIER AND JACKET. PIPE INSULATION SHALL HAVE A
CONDUCTIVITY NOT EXCEEDING 0.27 BTUH x SQ. FT. FOLLOW SCHEDULE BELOW:

SERVICE TYPE PIPE SIZES INSULATION THICKNESS
DOMESTIC HOT WATER & CIRCULATION 1/2" - 1-1/4" ™
DOMESTIC HOT WATER & CIRCULATION 1-1/2" - 4" 1-1/2"
DOMESTIC COLD WATER 1/2" - 1-1/4" 172"
DOMESTIC COLD WATER 1-1/2" - 4" 1"

5. DOMESTIC WATER PIPING INSULATION, JACKETS, COVERINGS, SEALERS, MASTICS AND ADHESIVES ARE
REQUIRED TO MEET A FLAME-SPREAD RATING OF 25 OR LESS AND A SMOKE-DEVELOPED RATING OF 50 OR LESS,
AS TESTED BY ASTM E84 (NFPA 255) METHOD AND SHALL BE PLENUM RATED.

6. PROVIDE FULL PORT, BALL TYPE SHUT-OFF VALVES AND INSTALL IN A LOCATION THAT PERMITS ACCESS FOR
SERVICE WITHOUT DAMAGE TO THE BUILDING OR FINISHED MATERIALS.

7. PROTECT COPPER PIPING AGAINST CONTACT WITH DISSIMILAR METALS. ALL HANGERS, SUPPORTS, ANCHORS
AND CLIPS SHALL BE COPPER OR COPPER PLATED. WHERE COPPER PIPING IS CARRIED ON TRAPEZE HANGERS
WITH OTHER PIPING, PROVIDE A PERMANENT ELECTROLYTIC ISOLATION MATERIAL TO PREVENT CONTACT WITH
DISSIMILAR OTHER METALS.

8. PROTECT COPPER PIPING AGAINST CONTACT WITH ALL MASONRY. WHERE COPPER IS SLEEVED THROUGH
MASONRY, PROVIDE COPPER OR RED BRASS SLEEVES. WHERE COPPER MUST BE CONCEALED IN OR AGAINST
MASONRY PARTITIONS, PROVIDE A HEAVY COATING OF ASPHALTIC ENAMEL ON THE COPPER PIPING AND 15#
ASPHALT SATURATED FELT BETWEEN THE PIPING AND THE MASONRY PARTITION.

9. DOMESTIC WATER PIPING SHALL BE SLOPED FOR DRAINAGE WITH DRAIN VALVES INSTALLED AT LOW POINTS.

10. BALANCE THE DOMESTIC HOT WATER CIRCULATION SYSTEM TO THE PERFORMANCE SPECIFICATIONS
INDICATED ON THE PLANS AND PROVIDE THE ENGINEER WITH THREE COPIES OF A COMPLETE TEST AND BALANCE
REPORT. THE REPORT IS TO BE ISSUED A MINIMUM OF TWO WEEKS PRIOR TO PROJECT COMPLETION. THE TEST
AND BALANCE REPORT WILL BE SUBJECT TO REVIEW AND APPROVAL BY THE ENGINEER. ANY ADDITIONAL
TESTING, ADJUSTING AND BALANCING REQUIRED (AT ENGINEER'S REQUEST) AFTER REVIEW OF THE INITIAL
REPORT SHALL BE PROVIDED AT NO ADDITIONAL COST. TEST AND BALANCE REPORT TO BE COMPLETED BY AN
INDEPENDENT, CERTIFIED TEST AND BALANCE CONTRACTOR.

SANITARY WASTE / VENT AND STORM PIPING:

1. SANITARY WASTE AND STORM DRAIN PIPING BELOW GRADE: PROVIDE BELL AND SPIGOT WITH RUBBER GASKET
JOINTS OR SOLID CORE SCHEDULE 40 PVC PIPE, IN ACCORDANCE WITH ASTM D-2665. ALL BURIED PLASTIC PIPING
SHALL BE INSTALLED PER ASTM D2321. FOAM CORE PVC PIPE IS NOT APPROVED. PLASTIC PIPING WITH AN INSIDE
DIAMETER OF 2" AND LARGER SHALL NOT BE USED FOR STORM DRAINAGE, SANITARY WASTE AND VENT
CONDUCTORS IN BUILDING IN WHICH THE TOP OCCUPIED FLOOR EXCEEDS 75 FEET IN HEIGHT.

2. SANITARY WASTE/VENT PIPING ABOVE GRADE: PROVIDE STANDARD WEIGHT CAST IRON "NO-HUB" WITH HEAVY
DUTY NO-HUB COUPLINGS CERTIFIED BY CISPI 310 AND NSF INTERNATIONAL. SOIL, WASTE AND VENT PIPING
UNDER 2" IN SIZE ABOVE GROUND MAY BE GALVANIZED STEEL PIPE WITH GALVANIZED MALLEABLE DRAINAGE
TYPE FITTINGS. ALL CAST IRON PIPE AND FITTINGS SHALL BE MARKED WITH THE COLLECTIVE TRADE MARK OF
CISPI AND LISTED BY NSF INTERNATIONAL. SCHEDULE 40 PVC PIPE AND SOCKET FITTINGS (ASTM D 2665) WITH
SOLVENT WELD JOINTS (ASTM D2855). FOAM CORE PIPE IS NOT APPROVED. DO NOT INSTALL PVC PIPING IN
RETURN AIR PLENUMS.

3. SLOPE SANITARY WASTE PIPING AT 1/4" PER FOOT MINIMUM FOR PIPING 2-1/2" AND SMALLER AND 1/8" PER FOOT
MINIMUM FOR PIPING 3" AND LARGER UNLESS NOTED OTHERWISE.

4. PROVIDE CLEAN-OUTS AT THE BASE OF SANITARY WASTE STACKS AND AT EVERY TURN IN PIPING IN EXCESS OF
45° AND NO FURTHER THAN 100'-0" APART IN A LOCATION THAT PERMITS ACCESS FOR SERVICE WITHOUT DAMAGE
TO THE BUILDING OR FINISHED MATERIALS.

5. PROVIDE FLOOR CLEANOUTS WITH TOPS DESIGNED TO MATCH SPECIFIC FLOOR FINISHES SUCH AS CARPET,
TILE, ETC. YARD CLEANOUTS SHALL BE PROVIDED IN AN 18"x18"x6" CONCRETE PAD.

6. WHERE WASTE PIPING IS EXPOSED IN REST ROOM AREAS, PROVIDE CHROME PLATED BRASS PIPING,
REMOVABLE P-TRAPS, MATCHING STOPS AND ESCUTCHEONS FOR ALL LAVATORIES.

7. INSULATE MECHANICAL ROOM FLOOR DRAIN BODIES, P'TRAP AND HORIZONTAL DRAIN PIPING ABOVE GRADE
WITH 1" THICK GLASS FIBER INSULATION WITH VAPOR BARRIER AND JACKET.

8. PIPING INSULATION, JACKETS, COVERINGS, SEALERS, MASTICS AND ADHESIVES ARE REQUIRED TO MEET A
FLAME-SPREAD RATING OF 25 OR LESS AND A SMOKE-DEVELOPED RATING OF 50 OR LESS, AS TESTED BY ASTM
E84 (NFPA 255) METHOD.

PLUMBING FIXTURE & EQUIPMENT SCHEDULE

GENERAL REQUIREMENTS:

WC-1 - WATER CLOSET (FLOOR MOUNTED)
AMERICAN STANDARD 3043.001.020, MADERA "FLOWISE", 16-1/2" HEIGHT, ELONGATED, VITREOUS CHINA, TOP SPUD.
FLUSH VALVE: AMERICAN STANDARD 6047121.002, 1.28GPF, MANUAL FLUSH VALVE.

WC-2 - WATER CLOSET (FLOOR MOUNTED)
ZURN Z5675-BWL, HET, ECOVANTAGE, 10" HEIGHT, ELONGATED, VITREOUS CHINA, TOP SPUD.
FLUSH VALVE: AMERICAN STANDARD 6047121.002, 1.28GPF, MANUAL FLUSH VALVE.

LAV-1 - LAVATORY (WALL HUNG)

AMERICAN STANDARD 0355.012, EQUAL KOHLER 20"X18" ENAMELED CAST IRON, WALL HUNG.

FAUCET: ELKAY LK656, DECK MOUNT, 4" CENTERS, METERING FAUCET.

PROVIDE WITH ZURN ZW1017XL (OR EQUAL) MIXING VALVE ON HOT WATER SIDE TO ENSURE SAFE TEMPERATURES.

LAV-2 - LAVATORY (UNDERMOUNT)

AMERICAN STANDARD, 9482.000, OVALYN, REAR OVERFLOW, VITREOUS CHINA.

FAUCET: ZURN Z6915-XL, 0.5GPM, SENSOR OPERATED, BATTERY POWERED. PROVIDE WITH ZURN ZW1017XL MIXING VALVE
ON HOT WATER SIDE TO ENSURE SAFE TEMPERATURES.

SK-1 - SINK
ELKAY D125221, "DAYTON", 25", STAINLESS STEEL, SINGLE BOWL, 20 GAUGE, SELF-RIMMOMG MOUNT.
FAUCET: KOHLER K-100T70-5AKA, 1.0GPM, MONOBLOCK, GOOSENECK, SWING SPOUT, SINGLE HOLE .

UR-1 - URINAL
ELKAY D125221, "DAYTON", 25", STAINLESS STEEL, SINGLE BOWL, 20 GAUGE, SELF-RIMMOMG MOUNT.
FLUSH VALVE: SLOAN REGAL 186-1XL, 1.0GPF, MANUAL.

DF-1- Bl - LEVEL DRINKING FOUNTAIN
ELKAY LZSTL8WSLK, 115V, 60Hz, 1A, 370W, 8.0GPH, FILTER, BI-LEVEL, BOTTLE FILLING STATION.

GWH-1 - GAS WATER HEATER
A.O. SMITH MODEL BTH-120(A), 60GAL, 120,000BTU/HR, 138GPH @ 100°F RISE.

PLUMBING FIXTURE SIZING SCHEDULE

LABEL FIXTURE NAME COLD WATER HOT WATER WASTE VENT
weC-1 WATER CLOSET 1" - 4" 2"
weC-2 WATER CLOSET 1" - 4" 2"
LAV-1 LAVATORY 172" 172" 2" 1-1/2"-2"
LAV-2 LAVATORY 1/2" 172" 2" 1-1/2"-2"
SK-1 SINK 1/2" 172" 2" 1-1/2"-2"
UR-1 URINAL 3/4" - 2" 1-1/2"-2"
DE-1 DRINKING FOUNTAIN 1/2" - 2" 1-1/2"-2"
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KEY NOTES
CONNECT NEW 3/4" HOT WATER LINE TO EXISTING 3/4" (OR LARGER) HOT WATER

LINE THIS AREA. PC TO VERIFY EXACT LOCATION AND SIZE PRIOR TO STARTING

WORK.
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DOMESTIC WATER PLAN

1/8" = 1'-0"
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(1) | CONNECT NEW 4" SANITARY WASTE LINE TO EXISTING 4" SANITARY WASTE LINE THIS AREA. LL u'j <
PC TO FIELD VERIFY EXACT LOCATION, SIZE AND INVERT PRIOR TO STARTING WORK. T o J
(2) | CONNECT NEW 2" VENT LINE TO EXISTING 3" VENT LINE THIS AREA. PC TO FIELD VERIFY [ oYl E
EXACT LOCATION AND SIZE PRIOR TO STARTING WORK. o
14 I
o
2
SHEET ISSUE & REVISION
D # | DATE |  DESCRIPTION
Wet ez LAV-2  LAV-2 LAV-2  LAv-2  ORA
ECO
° DESIGN TEAM
LAV-1 Designed By  DESIGNER
Drawn By TEAM
Checked By |APPROVER
Approved By | APPROVER
WC-1
Project No. 23614
Date 07/11/25
Project Status
DESIGN DEVELOPMENT
Sheet Name
ENLARGED SANITARY
PARTIAL SANITARY WASTE PLAN - KIDS WASTE PLANS - KIDS
2" DEDUCT ALTERNATE
1/4" = 1'-0"
Sheet No.
I 4 | 1




0,

KEYNOTES 1/P4.2

CONNECT NEW 1-1/2" COLD WATER LINE TO EXISTING 1-1/2"(OR LARGER) COLD WATER LINE
THIS AREA. PC TO FIELD VERIFY EXACT LOCATION AND SIZE PRIOR TO STARTING WORK.
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ENLARGED DOMESTIC WATER PLANS - KIDS

KEYNOTES 2/P4.2

@ CONNECT NEW 1-1/4" COLD WATER LINE TO EXISTING 1-1/4"(OR LARGER) COLD WATER LINE
THIS AREA. PC TO FIELD VERIFY EXACT LOCATION AND SIZE PRIOR TO STARTING WORK.

@ CONNECT NEW 3/4" HOT WATER LINE TO EXISTING 3/4"(OR LARGER) HOT WATER LINE THIS
AREA. PC TO FIELD VERIFY EXACT LOCATION AND SIZE PRIOR TO STARTING WORK.
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